


CONTRACTORS SUPPLY CORP. OF NEW JERSEY ] 


FLOATING and FINISHING 
OWhileftan MACHINES 


With the Exclusive Whiteman Patented “In Motion” Trowel Pitch Control! and 
“Snap-On” Floating Trowels 









The New Whiteman Model “C-4" 
Floating and Finishing Machine 


Designed especially for the contractor specializing in 
heavy-duty slabs and patented type floors. Also excellent 


for color application. | a 
- Model C-4 Finisher 
Greater stability and smoother operation result from using 


four trowels instead of three. This causes a cutting action 
over the high spots, rather than slipping up and over, and 
assures a more level slab. 


Many new improvements on this machine include Timken 
and ball bearings in the gear box, four trowels, easier 
trowel control. More powerful engine, with added weight 
improves the performance. 


Model “B” Floating and Finishing 
Machine 


The original Whiteman finishing machine and still the 
“old reliable’ of the Whiteman line is unequaled for floating 
and finishing operations on all types of cement slab con- 
struction. This machine utilizes the Snap-on float trowels 
and has other late improvements such as the lifting bar 
and wide handle bar. 


The Model “J” Lightweight Small Diameter 
Floating-Finishing Machine 


The smaller trowel diameter permits operation in small 
crowded areas, and around places or obstructions. 


The light weight (only 105 lbs.) provides maximum port- re ee ee Nt 
ability, and enables even inexperienced operators to handle 
with comparative ease. “Snap-On” float trowels can be 
attached. 


Model “SF” Whiteman Disc Float and 
Model “SC” Combination Disc Floating and 
Finishing Machines 


This unit is especially recommended for floating heavy 
duty type slabs of concrete or asphalt mastic such as the 
various patented types. It is also the finest method of work- 
ing in floor coloring. 








WHITEMAN FLOATING AND FINISHING MACHINE SPECIFICATIONS 





















































Model She. ie Engine Motor Trova er Net Wt. Se a 
C-4 46” 75-115 Glad. 7.5 H.P. = #10"x18” 6x18” 231 Ibs. 273 Ibs. 
BG 44” 50-90 = Wisc. AKN — “10x18”  ««6”x18” «166 Ibs. S208 Ibs. 
BE 44” 95 _— pee eae ce W107 x197 6"x18” 170lbs. 212 Ibs. 
JG 34” 50-100 pepe: "10x14" "x14" = 109 lbs. «i181 Ibs. 
JE 34” 100 a ee orice ee ae 6x14" «LT Ibs. —S—S—«O) Ibs. 
SF so” Disc. = 75-115. = s«$Wisc. AKN OC —s—<“i—™SOSs—sSS—~<~;S;SCO~CS~*é‘<«izS Is. S~S~*«SO IS. 
SC ee epest,, 75-118. = Wisc. AKN = "10"x18" 6x18" 254 Ibs. 318 Ibs. 





The No. 475 Whiteman 24” Disc is available as a standard accessory for Models B and C-4. 
* Not furnished as standard equipment. Must be ordered separately if wanted. 

# Model C-4 has type 400-FC4 special type floating trowels as standard equipment. 
Grinding discs or attachments available for all models. Send for circular. 
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(Whilefiay POWER BUGGY 


Model DB-52 Power Buggy 


This new Whiteman product is a man-hour saver, 
therefore a money-maker for the contractor in this day 
of high-priced labor. This machine is speedy, tough, 
versatile, and economical. The Power Buggy takes 
four to five normal wheelbarrow loads four times 
faster than a man on foot, thus will easily do the 
heavy work of four to six men. Full 360° rotating 
drive mounting permits tight turns and complete 
reverse, Suitable for any industry in which materials 
are handled and moved. 


Available with 12 cu. ft. dumping bucket body or 
interchangeable 44”x48” flat dumping body on a 42” 
WB chassis. 


DB-52 Specifications 


Wheel Base, 42”. Over-All Length, 82”. Over-All Width, 
with single wheels for narrow passage, 36”; with dual wheels 
for open operations, 44”. Carrying Capacity, for volume, 12 
Cu. Ft. For weight, with single wheels, 1200 Ibs., dual 
wheels, 2000 lbs. Height of Bucket at Front, 31”. Conustrne- 
tion, Cast alloy and pressed steel frame. Heavy duty steel 
bucket. Wheels, Pressed steel, split rim for single or dual 
mounting (interchangeable on all wheels). Tires, Standard 
400-8 industrial (Wheelbarrow size, available everywhere. _ iki —— it, 
Engine, 714 h.p., 4 cycle, alr cooled. Drive, Automatic clutch ea os we ce OO inact 
and automatic variable speed changer through worm gear Whiteman Power Buggy in nse on bridge paving job 
reducer (Timken bearing equipped), Steering, full rotating 
drive mounting, ball bearing support; turns 860° (the Power 
Buggy turns in its own radius). Speed, 2 to 16 m.p.h, (for- 
ward or reverse). Brakes, Contracting on load wheels. 
Dumping Mechanism, full control of dumping and return with 
curved rack and pinion. 
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Model FR-5l 


Designed for industrial use this unit has a longer 
flat rack body, 44”x60” mounted on a 54” WB chassis. 





This versatile machine has been accepted by many 
plants as a practical, economical and efficient method Model FR-ot Power Buggy 
of hauling raw materials, parts, crates, cartons and . _e- 3 
refuse inside and out. 


FR-51 Specifications 


Wheelbase 54”, overall length 94”, width 44”, station- 
ary stake flatbed, 44”x60”, capacity 2000 lbs., height of 
bed at front 2442”. Other specifications same as DB-52 
above. 





Weights 

Model DB-52 with 12 cu. ft. dumping body...... 0... ..... ...718 Ibs. 

Model F-52 Nat dumping body, 40”x48”...000000000...0..........198 Ibs. 

Model Cli-52 42” wheelbase chassis only........00....00.0.......-......455 Ibs. . 

Model B-52 dumping bucket body ONLY ......cccccceccceseceeecee-e- 263 Ibs. : 

Model FR-51 with 40’x60” flat rack bod Yuu... eeeseeseeees--810 Ibs, a S 3 

Model F-51 40’x60” FR DOdY Only .cccscccsocsssceccecsecceseseveeeensese215 Ibs. ot Ste ee ee. tee me 
Model CH-51 54” wheelbase chassis Only.....n.-esccecseeesss+--080 LDS. FR-51 Power Buggy with special body in feed mill 


625-2-52 


Englewood, New Jersey — Call Englewood 4-0600 3 


hiteay Concrete Equipment 


The New, Improved Whiteman Screeding Machines 





In these new machines the principle of transverse action of 
the screed sticks is retained, but complete redistribution of 
weight has been accomplished by mounting the engine at one 
end of the frame so its weight is borne by the forms rather 
than in the center of the frame. This prevents sag in the screed 
sticks. The frame is telescopic and can be extended for differ- 
ent widths of slabs. 





Model No. 52-15 


Model 52-12 has an 8’ frame and this can be extended out to Showing method of extending frame 


15’. This machine is recommended for slab widths up to 20’. 


Specifications 


Frame, length 8’. Extends to 15’. Engine, Wisconsin Model AKN. 
Automatic clutch. Transverse screed stroke 21%” at 120 per minute. 
Operating weight (less the screed sticks which are cut to length for 
specific jobs) 300 pounds. Shipping weight 520 pounds. 


(This Model is not equipped with rubber tired wheels as supplied on 
the old Model ‘*44’’ Machine.) 





Model RS-11 has a 6’ frame which can be extended up to 11’. 
It is recommended for uSe on a maximum 12’ width for over- 
head screeding or for 14’ maximum width for screeding on 
header boards. 


Model No. RS-11 
Showing overhead screeding attachment 


The Model RS-11 can be equipped with an attachment having 
suspension rollers for overhead screeding operations. This 
attachment provides up to 6” vertical adjustment in the eleva- 
tion of the screed sticks. 


Specifications 


Frame, length 6’. Extends to 11’. Engine, B.&S. Model 8, 2 H.P. 
Automatic mechanical clutch. Transverse screed stroke 24%” at 120 per 
minute. Driven by crank and pitman. Weight 175 pounds, without 
screed sticks, which are cut to length required for specific jobs. Ship- 
ping weight 200 pounds. (This Model is not equipped with rubber tired 
wheels supplied on the former Model ‘‘RS’’ Rodding Machine). 





Model No. 52-15 
Sereeding 20’ slab 





Screed Cap 
for Wood Stakes 


An adjustable screed cap 


All Metal 
Screed Stake 





made of tough matleable 
iron for long service. Cut 
your own 2x2 wood stakes 
right on the job to suit 
actual needs. 


Type WC Screed Cap, 
weight 2% lbs. each. 


Designed for use_ with 
any type of soil condition. 


Available in 9” or 12” 
pin length. 


Type MS Screed Stake, 
weight 5 Ibs. each. 


Hand Grill Tamper 


This tool saves cost of materials a.id labor 
of dry topping on slab work. 5’x8”, weight 
19 Ibs., steel mesh face, levels the slab anda 
tamps down the heavier aggregate leaving 
fines on the surface for an excellent surface 
to finish. Adjustahle. Collapsible. Type HT. 


625-3-52 


